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Coast Guard, DHS §76.10-1
TABLE 76.05—1(a)—Continued
Space Detecting systems Fixed extinguishing systems
Vehicular deck (except where no over- | None required ..........cccoeveereiencienees Manual sprinkling.

head deck is 30 feet in length or
less).

Cargo oil tanks None required ........cccovvririnnncnine Carbon dioxide or foam.3
Specially suitable for vehicles . Smoke detecting, electric, pneumatic | Carbon dioxide, automatic or manual
or automatic sprinkling. sprinkling.

Notes to Table 76.01-5(a)

1Vessels of 100 gross tons and over contracted for, on, or before May 27, 1936, and having combustible joiner work must be
fitted with an automatic sprinkling system, except in relatively incombustible spaces.

20n vessels contracted for prior to November 19, 1952, electric or pneumatic detecting may be substituted.

30n vessels contracted for prior to January 1, 1962, a steam smothering system may be accepted. However, although existing
steam smothering systems may be repaired, replaced, or extended, no new system contracted for on or after January 1, 1962,
will be permitted.

4 Protection of auxiliary boilers, fuel oil units, valves, and manifolds are not required on vessels contracted for prior to Novem-
ber 19, 1952.

5Not required on vessels less than 300 gross tons (except on an international voyage) using fuel with a flashpoint higher than
110 °F., where the space is normally manned.

6Not required on vessels contracted for prior to November 19, 1952.

7Not required on vessels less than 300 gross tons nor on vessels contracted for prior to November 19, 1952, except when
fuel, including starting fuel, has a flashpoint of 110 °F. or less.

8When fuel with a flashpoint of 110 °F. or lower is used, the space containing the fuel tanks must be protected by a carbon di-
oxide or clean agent system as described in 46 CFR subpart 95.16.

(b) The arrangements and details of §76.05-20 Fixed fire extinguishing sys-
the fire detecting systems must meet tems.

%35?}(}1}2152???%2 in 46 CFR subparts Approved fire extinguishing systems
) e must be installed, as required by table
[USCG-2006-24797, 77 FR 33875, Jun. 7, 2012] 76.05-1(a) on all self-propelled vessels
and on all barges with sleeping accom-
modations for more than six persons.
(a) An approved manual alarm sys- Previously approved installations may
tem shall be installed in all areas, bpe retained as long as they are main-
other than the main machinery spaces, tained in good condition to the satis-
which are normally accessible to the faction of the Officer in Charge, Marine
passengers or crew on any vessel hav- Inspection.
ing sleeping accommodations for pas-
sengers or on any vessel on an inter- [CGD 95-027, 61 FR 35138, July 5, 1996]

national voyage. . . .
(b) The arrangement and details of §76'05721? Han(ii portable ]:;ref' extin-
the manual alarm system shall be as guishers and semiportable fire ex-

§76.05-5 Manual alarm system.

set forth in subpart 76.35. tinguishing systems.
. (a) Approved hand portable fire extin-
§76.05-10 Supervised patrol system. guishers and semiportable fire extin-

(a) A supervised patrol or watchman guishing systems shall be installed on
system shall be provided on all vessels all vessels as set forth in subpart 76.50.
as set forth in §§78.30-10 and 78.30-15 of (b) [Reserved]
this subchapter.

(b) [Reserved] Subpart 76.10—Fire Main System,
§76.05-15 Fire main system. Details

(a) Fire pumps, hydrants, hose, and §76.10-1 Application.
nozzles shall be installed on the fol- .. .
lowing vessels: (a) The provisions of this subpart,

(1) On all self-propelled vessels. with the exception of §76.10-90, shall
(2) After July 1, 1957, on all barges @apply to all fire main installations con-
with sleeping accommodations for tracted for on or after May 26, 1965. In-
more than six persons. stallations contracted for prior to May
(b) The arrangement and details of 26, 1965, shall meet the requirements of
the fire main system shall be as set §76.10-90.
forth in subpart 76.10. (b) [Reserved]
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